
Body Polycarbonate
Clear
Diffuser

Diffuser

Silver

Clear

Clear
CC-MJ-0

Cable guide
Side cover

Polycarbonate
Polycarbonate

Aluminum

Polycarbonate

Polycarbonate

Mounting clip A for EFRO
AH1 connector

Connector cover for AH1 connector

End cap for EFRO aluminum rail
Aluminum mounting rail for EFRO

Lead wire

Luci EFRO 162

Unit Of Measure：mmSpec・Rating may be subject to change without announcements.

 EFRO series Luci EFRO

UL1015 AWG22, black+, white-

Input voltage :

Power consumption :

Weight :

Number of LEDs :

Max. sets connectable :

Environment :

Operating temperature :

Accessories :

Option parts :

Light Source color :DC24V

1.2W

62g

28

4.5m

 Indoor(bathroom, washroom),IP65 

0℃〜+35℃ 

Mounting Clip A for EFRO (2pcs / 1bag)

Mounting Clip A for EFRO (3pcs / 1bag)

Power supply cable 5000mm for AH1 connector OD3.5,

Connector cover for AH1 connector,

Aluminum mounting rail for EFRO,

End cap for EFRO aluminum rail 

LRO-0162-W-DF-IW
LRO-0162-WW-DF-IW
LRO-0162-L30-DF-IW
LRO-0162-L27-DF-IW
LRO-0162-L24-DF-IW

 White            4200K : W : 4200K (100 lm/ Ra 94)

Warm white 3500K : WW : 3500K (95 lm/ Ra 94)

Warm white 3000K : L30 : 3000K (86 lm/ Ra 93)

Warm white 2700K : L27 : 2700K (87 lm/ Ra 93)

Warm white 2400K : L24 : 2400K (83 lm/ Ra 94)

Side view

Front View

Item Number

DrawingP a r t  N a m e M a t e r i a l N o t e
1
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Spec

Job/Project Name Area/Location/Circuit No.

Product Code Qty. Length(mm)

LUCI (SHANGHAI) LIGHTING TECHNOLOGY CO., LTD.
Shanghai China mainland Regional HQ
Tel: +86-21-5238-9115 / Fax: +86-21-5238-8727 / E-mail：info@luci.co.jp

Singapore World HQ
Tel: +65-6291-2410

Luci Pte. Ltd.   http://www.luci.co.jp

Hong Kong Marketing Office
Tel: +852-2219-8462 / Fax: +852-2219-8461

Korea Office
Tel: +82-2-508-2541

E-mail: info@luci.co.jp

2018.01.29

162±2

100 41 100 10

25

28

384-24-1

4-1

DC input side

1
0

1
0

3

2
1

※ Connector cover for AH1 connector is attached.

※ End cap for EFRO aluminum rail 
      is attached.

76

9

Accessories : Mounting clip A for EFRO (2 pcs /1 bag)
Option parts: Mounting clip A for EFRO (3 pcs /1 bag)
(LRO-PT-A)

Option parts
Power supply cable 5000mm for AH1 connector OD3.5
( CAD-V5000-FJNN-O)

Option parts
Connector cover for AH1 connector
( CC-MJ-O )

Option parts
Aluminum mounting rail for EFRO
( LRO-RL0162-AL, LRO-RL0302-AL, LRO-RL0582-AL, LRO-RL0862-AL, LRO-RL1142-AL )

Option parts
End cap for EFRO aluminum rail (2pcs/ 1bag)
( LRO-RL-EC )

5

25 55

30

21
.6 34

3513 11

4.3

6

White : -

Black : +

41
5

±105041 
70

11

3.5
 ±

0.2

19
.5

±0.5
23.5 23.5

L

AA

24

4.3

6

Number
 of

 holes(ｍｍ) (ｍｍ)
164
304
584
864
1144

2
2
3
4
5

30
50
100
100
100

L A

Regin filled
No electrode

43 11

8

5.219
.5

25

4

3.5 

2 1.5

4-1:AH-M08-0402MFW-113
4-2:AH-M08-0402FMW-113

 

※ Screws (4 pcs of Flat head, M3L8) are attached.



Body Polycarbonate
Clear
Diffuser

Diffuser

Silver

Clear

Clear
CC-MJ-0

Cable guide
Side cover

Polycarbonate
Polycarbonate

Aluminum

Polycarbonate

Polycarbonate

Mounting clip A for EFRO
AH1 connector

Connector cover for AH1 connector

End cap for EFRO aluminum rail
Aluminum mounting rail for EFRO

Lead wire

Luci EFRO 302

Unit Of Measure：mmSpec・Rating may be subject to change without announcements.

 EFRO series Luci EFRO

UL1015 AWG22, black+, white-

Input voltage :

Power consumption :

Weight :

Number of LEDs :

Max. sets connectable :

Environment :

Operating temperature :

Accessories :

Option parts :

Light Source color :DC24V

2.4W

100g

56

4.5m

 Indoor(bathroom, washroom),IP65 

0℃〜+35℃ 

Mounting Clip A for EFRO (2pcs / 1bag)

Mounting Clip A for EFRO (3pcs / 1bag)

Power supply cable 5000mm for AH1 connector OD3.5,

Connector cover for AH1 connector,

Aluminum mounting rail for EFRO,

End cap for EFRO aluminum rail 

LRO-0302-W-DF-IW
LRO-0302-WW-DF-IW
LRO-0302-L30-DF-IW
LRO-0302-L27-DF-IW
LRO-0302-L24-DF-IW

 White            4200K : W : 4200K (201 lm/ Ra 94)

Warm white 3500K : WW : 3500K (191 lm/ Ra 94)

Warm white 3000K : L30 : 3000K (172 lm/ Ra 93)

Warm white 2700K : L27 : 2700K (174 lm/ Ra 93)

Warm white 2400K : L24 : 2400K (166 lm/ Ra 94)

Side view

Front View

Item Number

DrawingP a r t  N a m e M a t e r i a l N o t e
1
2
3
4
5
6
7
8
9

Spec

Job/Project Name Area/Location/Circuit No.

Product Code Qty. Length(mm)

LUCI (SHANGHAI) LIGHTING TECHNOLOGY CO., LTD.
Shanghai China mainland Regional HQ
Tel: +86-21-5238-9115 / Fax: +86-21-5238-8727 / E-mail：info@luci.co.jp

Singapore World HQ
Tel: +65-6291-2410

Luci Pte. Ltd.   http://www.luci.co.jp

Hong Kong Marketing Office
Tel: +852-2219-8462 / Fax: +852-2219-8461

Korea Office
Tel: +82-2-508-2541

E-mail: info@luci.co.jp

2018.01.29

302±2

100 41 100 10

25

28

384-24-1

4-1

DC input side

1
0

1
0

3

2
1

※ Connector cover for AH1 connector is attached.

※ End cap for EFRO aluminum rail 
      is attached.

76
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Accessories : Mounting clip A for EFRO (2 pcs /1 bag)
Option parts: Mounting clip A for EFRO (3 pcs /1 bag)
(LRO-PT-A)

Option parts
Power supply cable 5000mm for AH1 connector OD3.5
( CAD-V5000-FJNN-O)

Option parts
Connector cover for AH1 connector
( CC-MJ-O )

Option parts
Aluminum mounting rail for EFRO
( LRO-RL0162-AL, LRO-RL0302-AL, LRO-RL0582-AL, LRO-RL0862-AL, LRO-RL1142-AL )

Option parts
End cap for EFRO aluminum rail (2pcs/ 1bag)
( LRO-RL-EC )

5

25 55

30

21
.6 34

3513 11

4.3

6

White : -

Black : +

41
5

±105041 
70

11

3.5
 ±

0.2

19
.5

±0.5
23.5 23.5

L

AA

24

4.3

6

Number
 of

 holes(ｍｍ) (ｍｍ)
164
304
584
864
1144

2
2
3
4
5

30
50
100
100
100

L A

Regin filled
No electrode

43 11

8

5.219
.5

25

4

3.5 

2 1.5

4-1:AH-M08-0402MFW-113
4-2:AH-M08-0402FMW-113

 

※ Screws (4 pcs of Flat head, M3L8) are attached.



Body Polycarbonate
Clear
Diffuser

Diffuser

Silver

Clear

Clear
CC-MJ-0

Cable guide
Side cover

Polycarbonate
Polycarbonate

Aluminum

Polycarbonate

Polycarbonate

Mounting clip A for EFRO
AH1 connector

Connector cover for AH1 connector

End cap for EFRO aluminum rail
Aluminum mounting rail for EFRO

Lead wire

Luci EFRO 582

Unit Of Measure：mmSpec・Rating may be subject to change without announcements.

 EFRO series Luci EFRO

UL1015 AWG22, black+, white-

Input voltage :

Power consumption :

Weight :

Number of LEDs :

Max. sets connectable :

Environment :

Operating temperature :

Accessories :

Option parts :

Light Source color :DC24V

4.8W

172g

112

4.5m

 Indoor(bathroom, washroom),IP65 

0℃〜+35℃ 

Mounting Clip A for EFRO (2pcs / 1bag)

Mounting Clip A for EFRO (3pcs / 1bag)

Power supply cable 5000mm for AH1 connector OD3.5,

Connector cover for AH1 connector,

Aluminum mounting rail for EFRO,

End cap for EFRO aluminum rail 

LRO-0582-W-DF-IW
LRO-0582-WW-DF-IW
LRO-0582-L30-DF-IW
LRO-0582-L27-DF-IW
LRO-0582-L24-DF-IW

 White            4200K : W : 4200K (401 lm/ Ra 94)

Warm white 3500K : WW : 3500K (381 lm/ Ra 94)

Warm white 3000K : L30 : 3000K (344 lm/ Ra 93)

Warm white 2700K : L27 : 2700K (349 lm/ Ra 93)

Warm white 2400K : L24 : 2400K (331 lm/ Ra 94)

Side view

Front View

Item Number

DrawingP a r t  N a m e M a t e r i a l N o t e
1
2
3
4
5
6
7
8
9

Spec

Job/Project Name Area/Location/Circuit No.

Product Code Qty. Length(mm)

LUCI (SHANGHAI) LIGHTING TECHNOLOGY CO., LTD.
Shanghai China mainland Regional HQ
Tel: +86-21-5238-9115 / Fax: +86-21-5238-8727 / E-mail：info@luci.co.jp

Singapore World HQ
Tel: +65-6291-2410

Luci Pte. Ltd.   http://www.luci.co.jp

Hong Kong Marketing Office
Tel: +852-2219-8462 / Fax: +852-2219-8461

Korea Office
Tel: +82-2-508-2541

E-mail: info@luci.co.jp

2018.01.29

582±2

100 41 100 10

25

28

384-24-1

4-1

DC input side

1
0

1
0

3

2
1

※ Connector cover for AH1 connector is attached.

※ End cap for EFRO aluminum rail 
      is attached.

76
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Accessories : Mounting clip A for EFRO (2 pcs /1 bag)
Option parts: Mounting clip A for EFRO (3 pcs /1 bag)
(LRO-PT-A)

Option parts
Power supply cable 5000mm for AH1 connector OD3.5
( CAD-V5000-FJNN-O)

Option parts
Connector cover for AH1 connector
( CC-MJ-O )

Option parts
Aluminum mounting rail for EFRO
( LRO-RL0162-AL, LRO-RL0302-AL, LRO-RL0582-AL, LRO-RL0862-AL, LRO-RL1142-AL )

Option parts
End cap for EFRO aluminum rail (2pcs/ 1bag)
( LRO-RL-EC )

5

25 55

30

21
.6 34

3513 11

4.3

6

White : -

Black : +

41
5

±105041 
70

11

3.5
 ±

0.2

19
.5

±0.5
23.5 23.5

L

AA

24

4.3

6

Number
 of

 holes(ｍｍ) (ｍｍ)
164
304
584
864
1144

2
2
3
4
5

30
50
100
100
100

L A

Regin filled
No electrode

43 11

8

5.219
.5

25

4

3.5 

2 1.5

4-1:AH-M08-0402MFW-113
4-2:AH-M08-0402FMW-113

 

※ Screws (4 pcs of Flat head, M3L8) are attached.



Body Polycarbonate
Clear
Diffuser

Diffuser

Silver

Clear

Clear
CC-MJ-0

Cable guide
Side cover

Polycarbonate
Polycarbonate

Aluminum

Polycarbonate

Polycarbonate

Mounting clip A for EFRO
AH1 connector

Connector cover for AH1 connector

End cap for EFRO aluminum rail
Aluminum mounting rail for EFRO

Lead wire

Luci EFRO 862

Unit Of Measure：mmSpec・Rating may be subject to change without announcements.

 EFRO series Luci EFRO

UL1015 AWG22, black+, white-

Input voltage :

Power consumption :

Weight :

Number of LEDs :

Max. sets connectable :

Environment :

Operating temperature :

Accessories :

Option parts :

Light Source color :DC24V

7.2W

234g

168

4.5m

 Indoor(bathroom, washroom),IP65 

0℃〜+35℃ 

Mounting Clip A for EFRO (3pcs / 1bag)

Mounting Clip A for EFRO (3pcs / 1bag)

Power supply cable 5000mm for AH1 connector OD3.5,

Connector cover for AH1 connector,

Aluminum mounting rail for EFRO,

End cap for EFRO aluminum rail 

LRO-0862-W-DF-IW
LRO-0862-WW-DF-IW
LRO-0862-L30-DF-IW
LRO-0862-L27-DF-IW
LRO-0862-L24-DF-IW

 White            4200K : W : 4200K (602 lm/ Ra 94)

Warm white 3500K : WW : 3500K (572 lm/ Ra 94)

Warm white 3000K : L30 : 3000K (516 lm/ Ra 93)

Warm white 2700K : L27 : 2700K (523 lm/ Ra 93)

Warm white 2400K : L24 : 2400K (497 lm/ Ra 94)

Side view

Front View

Item Number

DrawingP a r t  N a m e M a t e r i a l N o t e
1
2
3
4
5
6
7
8
9

Spec

Job/Project Name Area/Location/Circuit No.

Product Code Qty. Length(mm)

LUCI (SHANGHAI) LIGHTING TECHNOLOGY CO., LTD.
Shanghai China mainland Regional HQ
Tel: +86-21-5238-9115 / Fax: +86-21-5238-8727 / E-mail：info@luci.co.jp

Singapore World HQ
Tel: +65-6291-2410

Luci Pte. Ltd.   http://www.luci.co.jp

Hong Kong Marketing Office
Tel: +852-2219-8462 / Fax: +852-2219-8461

Korea Office
Tel: +82-2-508-2541

E-mail: info@luci.co.jp

2018.01.29

862±2

100 41 100 10

25

28

384-24-1

4-1

DC input side

1
0

1
0

3

2
1

※ Connector cover for AH1 connector is attached.

※ End cap for EFRO aluminum rail 
      is attached.

76
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Accessories : Mounting clip A for EFRO (3 pcs /1 bag)
Option parts: Mounting clip A for EFRO (3 pcs /1 bag)
(LRO-PT-A)

Option parts
Power supply cable 5000mm for AH1 connector OD3.5
( CAD-V5000-FJNN-O)

Option parts
Connector cover for AH1 connector
( CC-MJ-O )

Option parts
Aluminum mounting rail for EFRO
( LRO-RL0162-AL, LRO-RL0302-AL, LRO-RL0582-AL, LRO-RL0862-AL, LRO-RL1142-AL )

Option parts
End cap for EFRO aluminum rail (2pcs/ 1bag)
( LRO-RL-EC )

5

25 55

30

21
.6 34

3513 11

4.3

6

White : -

Black : +

41
5

±105041 
70

11

3.5
 ±

0.2

19
.5

±0.5
23.5 23.5

L

AA

24

4.3

6

Number
 of

 holes(ｍｍ) (ｍｍ)
164
304
584
864
1144

2
2
3
4
5

30
50
100
100
100

L A

Regin filled
No electrode

43 11

8

5.219
.5

25

4

3.5 

2 1.5

4-1:AH-M08-0402MFW-113
4-2:AH-M08-0402FMW-113

 

※ Screws (4 pcs of Flat head, M3L8) are attached.



Body Polycarbonate
Clear
Diffuser

Diffuser

Silver

Clear

Clear
CC-MJ-0

Cable guide
Side cover

Polycarbonate
Polycarbonate

Aluminum

Polycarbonate

Polycarbonate

Mounting clip A for EFRO
AH1 connector

Connector cover for AH1 connector

End cap for EFRO aluminum rail
Aluminum mounting rail for EFRO

Lead wire

Luci EFRO 1142

Unit Of Measure：mmSpec・Rating may be subject to change without announcements.

 EFRO series Luci EFRO

UL1015 AWG22, black+, white-

Input voltage :

Power consumption :

Weight :

Number of LEDs :

Max. sets connectable :

Environment :

Operating temperature :

Accessories :

Option parts :

Light Source color :DC24V

9.6W

310g

224

4.5m

 Indoor(bathroom, washroom),IP65 

0℃〜+35℃ 

Mounting Clip A for EFRO (3pcs / 1bag)

Mounting Clip A for EFRO (3pcs / 1bag)

Power supply cable 5000mm for AH1 connector OD3.5,

Connector cover for AH1 connector,

Aluminum mounting rail for EFRO,

End cap for EFRO aluminum rail 

LRO-1142-W-DF-IW
LRO-1142-WW-DF-IW
LRO-1142-L30-DF-IW
LRO-1142-L27-DF-IW
LRO-1142-L24-DF-IW

 White            4200K : W : 4200K (802 lm/ Ra 94)

Warm white 3500K : WW : 3500K (862 lm/ Ra 94)

Warm white 3000K : L30 : 3000K (688 lm/ Ra 93)

Warm white 2700K : L27 : 2700K (697 lm/ Ra 93)

Warm white 2400K : L24 : 2400K (662 lm/ Ra 94)

Side view

Front View

Item Number

DrawingP a r t  N a m e M a t e r i a l N o t e
1
2
3
4
5
6
7
8
9

Spec

Job/Project Name Area/Location/Circuit No.

Product Code Qty. Length(mm)

LUCI (SHANGHAI) LIGHTING TECHNOLOGY CO., LTD.
Shanghai China mainland Regional HQ
Tel: +86-21-5238-9115 / Fax: +86-21-5238-8727 / E-mail：info@luci.co.jp

Singapore World HQ
Tel: +65-6291-2410

Luci Pte. Ltd.   http://www.luci.co.jp

Hong Kong Marketing Office
Tel: +852-2219-8462 / Fax: +852-2219-8461

Korea Office
Tel: +82-2-508-2541

E-mail: info@luci.co.jp

2018.01.29

1142±2

100 41 100 10

25

28

384-24-1

4-1

DC input side

1
0

1
0

3

2
1

※ Connector cover for AH1 connector is attached.

※ End cap for EFRO aluminum rail 
      is attached.

76

9

Accessories : Mounting clip A for EFRO (3 pcs /1 bag)
Option parts: Mounting clip A for EFRO (3 pcs /1 bag)
(LRO-PT-A)

Option parts
Power supply cable 5000mm for AH1 connector OD3.5
( CAD-V5000-FJNN-O)

Option parts
Connector cover for AH1 connector
( CC-MJ-O )

Option parts
Aluminum mounting rail for EFRO
( LRO-RL0162-AL, LRO-RL0302-AL, LRO-RL0582-AL, LRO-RL0862-AL, LRO-RL1142-AL )

Option parts
End cap for EFRO aluminum rail (2pcs/ 1bag)
( LRO-RL-EC )

5

25 55

30

21
.6 34

3513 11

4.3

6

White : -

Black : +

41
5

±105041 
70

11

3.5
 ±

0.2

19
.5

±0.5
23.5 23.5

L

AA

24

4.3

6

Number
 of

 holes(ｍｍ) (ｍｍ)
164
304
584
864
1144

2
2
3
4
5

30
50
100
100
100

L A

Regin filled
No electrode

43 11

8

5.219
.5

25

4

3.5 

2 1.5

4-1:AH-M08-0402MFW-113
4-2:AH-M08-0402FMW-113

 

※ Screws (4 pcs of Flat head, M3L8) are attached.


